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460TAC Deep Skin 

 

Automatic skinner  

Fully automatic fish skinner with an infeed and outfeed conveyor. The infeed and outfeed conveyors belts make the machine 
suitable for use on an industrial production line. This multi- purpose fish skinner is available with a range of toothed rollers to fit 
your application. 

 

 

When reliability  becomes important 

Cretel designs and manufacture high quality machines 
and equipment with focus on hygiene, durability and 
efficiency, by delivering goods with the best cost benefit. 

Cretel owes its privileged market position to its ability to 
develop a standard range of products and tailor-made 
solutions. 

Safety 

The operator doesn’t have access to the hazard zones 
due to the infeed conveyor system and hold down 
system. Easy to operate when in intensive use. 

Applications 

For skinning of all kinds of fish fillets such as Alaska 

Pollak, Bream, Carp, Cod, Catfish, Grouper, Herring, 

Hake, Mahi mahi, Mackerel, Perch, Pike, .Salmon, 

Snapper, Tilapia and others. 

Skinning method: Deep skin 

Technical Features 

Options 

TECHNICAL FEATURES 

MODEL DESCRIPTION PROD. SPEED 

460TAC 

Deep Skin 

Fully automatic skinner, equipped 
with a deep skin skinning shoe, 
56T toothed roller and parallel roller 
cleaning system.. 

31.7 m / min 

OPTIONS 

POS DESCRIPTION MODEL 

EW001 Electrical wiring 3 x 230V – 50/60 Hz 

460TAC 

EW002 Chainwheels for 60 Hz 

HDS001 Lifting superstructure 

HDS002 Pressing superstructure 

TR001 
92T toothed roller instead 56T 
(standard) 

TR002 
72T  toothed roller instead 56T 
(standard) 

SS003 Transport plate 

BL002 Skinning blade 
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Skinning width Weight Motor Dimension (L x W x H) 

460 mm 250 kg 1.1 kW 1767 x 805 x 1200 mm 
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